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On 

(57) Abstract: The invention relates to a method, a device and a processing unit for improving vision in a motor vehicle, whereby 
a light source of the motor vehicle illuminates an illumination area. At least one monitoring sensor of the motor vehicle monitors 
the surrounding of the motor vehicle for the presence of objects. The light source is adjusted in such a manner that the spatial and/or 
temporal illumination of the present objects with light of the invisible spectrum, e.g. near infrared light, is smaller than a defined 
O threshold value. 
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(57) Zusammenfassung: Es werden ein Verfahren, eine Vorrichtung und eine Verarbeitungseinheit zur Verbesserung der Sicht in 
einem Kraftfahrzeug vorgeschlagen, wobei eine Lichtquelle des Kraftfahrzeuges einen Beleuchtungsbereich beleuchtet. Wenigstens 
ein Oberwachungssensor des Kraftfahrzeuges Uberwacht die Umgebung des Kraftfahrzeuges auf die Anwesenheit von Objekten. 
Die Lichtquelle wird dabei derart eingestellt, dass die raumliche und/oder zeitliche Bestrahlung der anwesenden Objekte zumindest 
mit Licht mit Wellenlangen ausserhalb des sichtbaren Spektrums, bei spiels weise nahes infrarotes Licht, kleiner als ein vorgebbarer 
Grenzwert ist. 



